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Collected: 1:20:19ᶳ⋰Wednesday August 10, 20 Shock Name:
Shock ID: Vehicle:
Location: Compression Valving:

Rebound Valving: Piston Valving:
Other Valving: Compression Setting:

Rebound Setting: Preload Setting:
Test Run: 321 Dyno Serial Number: 3VS-048

Configuration: Software Version: Shock 6.2.2
Warmup Type: None Gas Test Type: None

Shaft_Diameter: 16.00 mm
Notes:

Stroke Peak Velocity Gas Test Seal Drag Temperature Test Speed
N/A 296.43 mm/sec 0.00 kgf N/A 31.02 C N/A

Velocity Compression Velocity Rebound
0.00 0.00 0.00 0.00
-9.63 -16.05 9.83 37.03
-19.34 -25.54 19.33 85.88
-28.88 -53.52 28.63 136.31
-38.52 -60.51 37.96 172.91
-48.31 -66.62 47.36 203.61
-97.78 -88.55 95.10 310.19
-196.93 -123.61 190.30 487.02
-295.24 -158.36 284.32 675.22
-295.31 -158.50 284.38 672.04



Page 3

0㭝

Collected: 1:28:09ᶳ⋰Wednesday August 10, 20 Shock Name:
Shock ID: Vehicle:
Location: Compression Valving:

Rebound Valving: Piston Valving:
Other Valving: Compression Setting:

Rebound Setting: Preload Setting:
Test Run: 321 Dyno Serial Number: 3VS-048

Configuration: Software Version: Shock 6.2.2
Warmup Type: None Gas Test Type: None

Shaft_Diameter: 16.00 mm
Notes:

Stroke Peak Velocity Gas Test Seal Drag Temperature Test Speed
N/A 298.62 mm/sec 0.00 kgf N/A 30.96 C N/A

Velocity Compression Velocity Rebound
0.00 0.00 0.00 0.00
-9.74 -9.34 9.95 8.88
-19.51 -11.68 19.88 10.63
-29.26 -14.09 29.84 13.05
-39.08 -15.96 39.74 15.66
-48.99 -17.75 49.68 18.82
-98.64 -22.83 99.34 40.47
-197.94 -33.41 197.65 110.02
-297.29 -44.34 295.77 193.17
-297.56 -44.31 295.82 194.11
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Collected: 1:25:54ᶳ⋰Wednesday August 10, 20 Shock Name:
Shock ID: Vehicle:
Location: Compression Valving:

Rebound Valving: Piston Valving:
Other Valving: Compression Setting:

Rebound Setting: Preload Setting:
Test Run: 321 Dyno Serial Number: 3VS-048

Configuration: Software Version: Shock 6.2.2
Warmup Type: None Gas Test Type: None

Shaft_Diameter: 16.00 mm
Notes:

Stroke Peak Velocity Gas Test Seal Drag Temperature Test Speed
N/A 298.32 mm/sec 0.00 kgf N/A 30.98 C N/A

Velocity Compression Velocity Rebound
0.00 0.00 0.00 0.00
-9.74 -9.23 9.95 9.60
-19.47 -13.11 19.90 13.01
-29.26 -16.33 29.79 17.45
-39.06 -18.84 39.68 22.30
-48.91 -20.76 49.51 28.27
-98.46 -27.06 98.72 73.98
-197.86 -41.42 196.43 194.48
-296.82 -59.02 293.24 316.88
-297.08 -59.05 293.33 315.09


